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Performance  
Print Method thermal label printing  thermal receipt printing  

Interface  

Serial+USB  

Serial+USB+Bluetooth(optional)  

Serial + USB + WIFI (optional)  

Serial+USB  

Serial+USB+Bluetooth(optional)  

Serial + USB + WIFI (optional)  
Resolution  ٢٠٣DPI (٨ dots/mm)  ٢٠٣DPI (٨ dots/mm)  
Printing width ٨٠mm max   ٧٢mm max   
Print Speed  ١٢٧mm/sec  ١٦٠mm/sec  
Paper Width  ٨٠-٢٠mm  ٠.٥±٨٠mm  
Paper Type  thermal paper roll/adhesivve thermal paper  thermal paper roll  
Paper cutting 
way   Auto cutter , partial cut  Auto cutter , partial cut  

Paper 
diameter  ٨٠mm max   ٨٠mm max   

Buffer  Flash:١٢٨k  Flash:٦٠k  

Printer head  
thermal sensitive resistance  

Microswitch  

thermal sensitive resistance  

Microswitch  
Paper sensor  Photo electricity  Photo electricity  

Character font Font ٠~Font ٨ 
Gb١٨٠٣٠ Simplified/Traditional Chinese Korean  

ASVII 
Font A:١٢x٢٤ dots 
Font B:٩x١٧ dots 
Gb١٨٠٣٠, simplified/traditional Chinese, 
Korean:٢٤x٢٤ dots  

Character 
enlargement& 
rotation  

١٠~١ times enlargement in horizontal and vertical 
direction; Rotation printing (٠o, ٩ ) 
Single color PCX, BMP image file can be download  

٨~١ times enlargement in horizontal and vertical 
directions;Rotation printing, inversion printing  

Graphic type  Single color,PCX,BMP image file can be download  into 
Flash and Dram  

Support different dot density bit map and   

download bit map to print  

Code page  

PC٤٣٧/PC٨٥٠/PC٨٥٢/PC٨٦٠/PC٨٦٥/WPC١٢٥٠/ 
WPC١٢٥٢/WPC١٢٤٣/WPC١٢٥٤/WestEurope/ 
Greek/Hebrew/EastEuropel/Iran/Iranll/Latvian/ 
Arabic/Vietnam/Uygur/Thai/WPC١٢٥١/WPC١٢٥٧/ 
Cyrillic/PC٨٥٨/PC٧٤٧/PC٨٦٤/PC١٠٠١  

PC٤٣٧/Katakana/PC٨٥٠/PC٨٦٠/PC٨٦٣/PC٨٦٥/West 
Europe/Greek/Hebrew/East Europe/Iran/WPC١٢٥٢/ 
PC٨٦٦/PC٨٥٢/PC٨٥٨/Iranll/Latvian/Arabic/PT١٥١,١٢٥١/ 
PC٧٤٧/WPC١٢٥٧/Vietnan/PC٨٦٤/PC١٠٠/Uygur/Thai  

Barcode  CODE١٢٨/EAN١٢٨/ITF/CODE٣٩/CODE٩٣/UPC-A/UPC-E/JAN١٣(EAN١٣)/EAN٢+١٣/ EAN٥+١٣/EAN٨/EAN٢+٨/EAN٥+٨ 
/CODABAR/POSTNET/UPC-A/UPC+٢/UPC+٥/UPC-E /UPCE+٢/UPCE+٥CPOST /MSI /MSIC /PLESSEY /ITF١٤/QRCode(٢D)  

Storage 
environment  -٥٠-١٠-  ℃٥٠-١٠℃  

Work 
environment  ٤٥-٥  ℃٤٥-٥℃  

Cash drawer 
output  DC١٢V/١A  DC١٢V/١A  

Power  Dc٢ / ٢٤A  Dc٢ / ٢٤A  


