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Delta T+ Plus

Specification
Model Delta T+ Delta T?+Plus
Print Method Direct thermal Direct thermal
Print Speed 180mm/s 250mm/s
Paper Width 79.5=0. 5Smm 79.54£0. 5mm
Print Width 464/72mm &4/72mm
Interface Serial-Usa Serial-USB+Etherne!
Power DC 24V/1.5A DC 24V/2.5A
Reliability [Mechanism) 150km 150&m
Weight 0.95KG 0. 95KG
Dimension 169%129 %130 (WxDXH) 169% 129130 (WxDxH)
Columns Font A - 42cokumins or 48columng / Font B~ Sécolurmns or 4columns / Simplified/Tradlional Chinesa - 21 columng or 24columng
Characler Size ANK Fordt  Fonl A: 12=24d0ls Font B: =1 7dots Simplilied/
Troditional Chinase: 24x24dols
PC437/Katakana P CES0/PCBLQ/PCEAI/PCELS/West Europe/Graak/Hebrew/East BEurope/Iran/WPC |1 252/PC8&4/PCE52/PCES8/
Code page Iranll fLatvian/Arabic/PT151,1251/PC737/WPC 1257 /Thai Vielnam /PCBS4/PC100] /{Latvian)/(FC1001)/ PTIS1, 1251 )/(WPC1257)/
[PCB&4)/ [Vietnam]/ (Thai)
Barcode lype UPC-A/UPC-E/JAN13[EAN13]/ JANB(EANB|CODES?/TTF/ CODABAR/CODEY3/CODE | 28/ QRCODE/PDF417
Dala 128K bytes 128K bytes
NV Flash 256K byles 256K bytes
Cash drawer out DC 24VNA DC 24V/IA
Power adaplor Inpul: AC 110V/220V, 50~&0M2 Input: AC 110V/220V, 50~60Mz
Output: DC 24V/1.5A Output: DC 24V/2.5A
Work environment Temperoture: 0~45C, Humidity: 10~80%
Storage environment Temperciure: -10~40T, Humicity: 10~90%

Features (Delta T?+ Plus)

*250mm/sac high printing speed

“interfoce: Seriok USB+Etherne!t

*100MB network interfoce card mokes the conneclion and print more faster,
odvoid receipls misprinting.

*High speed driver prinling mode serial speadis 6% foster.

*Suppert 2D barcode printing.{Optional)

*Rusume printing cutomatically after disconnection.

*Stondard GB 18030 simplified iraditional Chinese.

*Builtin dolo bulfer which can receive new lask when printing is in progress.
*Characters can be enlarged, bonded, underiined, lin & spoce and characler space.
*Support different density NV logo and download printing.

*Low power consumplion and low opeéralion cost.

*Support print status monitoring, multilink print.

*Supporl printer identitication, software bundie, high speed driver prinfing mode.
*Compalible with EPSON ESC/POS command sels. Charactier ond

columns per line are oplional by using DIP swifches,

Printer connection diagram:

Power adapler LSS port Ethemet port

) )

Sefict port Cash drawer part




